Everything 
About Our New 
Digitel Auwclio 
Equipment is 
Designed To 
Sound Better 

Than Ever. 


TCD-D10 Proll 

Portable DAT Recorder 

The TCD-D10 Pro II is the small- 
est professional DAT recorder 
from Sony. Yet, while it weighs 
only 4 Ibs. 7 oz., the TCD-DIO 
Pro Il is no lightweight when it 
comes to performance. 

Built to withstand the rigorous 
demands of field work, the TCD- 
D10 Pro II allows you to stay in 
the digital domain from acquisi- 
tion to studio. It also features 
absolute time (A-time) recording/ 
playback which places a continu- 
ous time code on tape, allowing 
you to locate recorded segments 
faster and more easily. 

Plus, A-time is compatible 
with SMPTE time code DAT 
recorders like our PCM-7000 
Series. There's even an 
improved digital I/O and LCD 


multi-display with a combination 
of safety/warning indicators to 
help insure. fail-safe operation. 
And when combined with one of 
Sony’s high quality microphones, 
you're fully equipped to meet 


the most demanding challenges 


in the field. 


KEY SPECIFICATIONS 
DYNAMIC RANGE: MORE THAN 85 dB 
FREQUENCY RESPONSE: 20 Hz-22 kHz 
THD: 0.06% 


1/0: ANALOG—MICILINE BAL, 
DIGITAL—AES/EBU 


ACCESSORIES: BATTERY (X2), CHARGER, 
REMOTE, AC SUPPLY, CASE 


Vv SHOWN WITH OPTIONAL SONY 
ECM-MS5 STEREO MICROPHONE. 


PCM-2700 
Studio DAT Recorder 
Taking advantage of Sony’s latest 


innovations in digital technology, 
the PCM-2700 is the first affor- 
dable professional 4-head DAT 
recorder. 

Featuring Sony’s advanced 
HDLC (High Density Linear Con- 
verter’) System, the PCM-2700 
delivers superior sound quality. 
The PCM-2700 also employs a 4- 


motor direct drive transport to 
insure tape stability, accuracy 
and reliability. Its 4-head design 
provides off-tape monitoring to 
verify your recordings. 

There's even a duration adjust- 
able digital auto fader for fade-in 
and fade-out times as well as an 
A-time search function for rapid 
access to any recorded A-time lo- 
cation—all giving you the utmost 


in professional performance. 


KEY SPECIFICATIONS 


SIGNALTO 
NOISE RATIO: MORE THAN 90 dB 


FREQUENCY RESPONSE: 20 Hz-22 kHz 
THD: <0.045% 


ANALOG I/O: +4 dBs (+24 dBs MAX.) 
ADJUSTABLE 


PARALLEL REMOTE: TTL COMPATIBLE, 
D-SUB 37 


DPS-D7 
Digital Hyper Delay 
\If you want to take your creativ- 
Aty in exciting new directions, 
Sony's DPS-D7 Digital Hyper 
Delay is the way to go. 
Featuring seven sophisticated 
algorithms, there’s virtually no 
limit to the number of unique 
and complex digital delay 
effects you can create. The DPS- 


D7 incorporates an 18-bit over- 
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PCM-2300 
Studio DAT Recorder 
As Sony’s most affordable pro- 
fessional DAT recorder, the 
PCM-2 300 is ideally suited fora 
wide variety of applications 
where high quality recording 
nd playback are necessary. 
Like the PCM-2700, the PCM- 
2300 incorporates the latest 
conversion devices — I-bit delta 
z A/D converter and HDLC I-bit 


sampling A/D and 1-bit HDLC 
D/A converter system with digi- 
tal filters for excellent linearity, 
ultra low noise and wide 
dynamic range. 

Second generation LSI's allow 
for high-speed 32-bit digital sig- 
nal processing. And with its 
large graphic display and help 
button for assistance on any 
function, the DPS-D7 is always 


simple to use. 


D/A converter—for outstanding 
sound quality. The PCM-2300 
also incorporates a sophisti- 
cated 3-motor transport design 
for solid reliability. And in 32kHz 
long-play mode, it delivers twice 
the normal recording and play- 
back time —a full four hours. 
Plus, its analog and digital 
I/O's provide a wide range of 


flexible interfacing possiblities. 


KEY SPECIFICATIONS 
DYNAMIC RANGE: MORE THAN 94 dB 
FREQUENCY RESPONSE: 10 Hz-22 kHz 
THD: <0.0035% 


ANALOG I/O: BALANCED +4 dBs 
(+24 dBs MAX), 
UNBALANCED 10 dBs 
(+10 dBs MAX.) 


MEMORY CAPACITY: 100 FACTORY 
PRESETS, 256 USER 
LOCATIONS 


KEY SPECIFICATIONS 


SIGNAL TO 
NOISE RATIO: MORE THAN 86 dB 


FREQUENCY RESPONSE: 20 Hz-20 kHz 
THD: <0.05% 


ANALOG I/O: +4 dBs (+24 dBs MAX.) 
ADJUSTABLE 


SUPPLIED 

ACCESSORIES: WIRED/WIRELESS 
REMOTE, 19” RACK 
MOUNT, POWER AND 
REMOTE CABLES 


DPS-R7 

Digital Reverb 

If you want to add even more 
power and versatility to your 
audio system, Sony’s DPS-R7 is 
right on the money. 

Offering two discreet chan- 
nels of advanced digital reverb 
effects, the DPS-R7 is an invalu- 
able tool for the audio profes- 
sional. As with the DPS-D7, the 
DPS-R7 employs HDLC D/A con- 
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¢€DP-2700 

Compact Disc Player 

The CDP-2700 compact disc 
player delivers a multitude of 
professional features for a very 
compact price. 

Like all Pro Standard equip- 
ment, the CDP-2700 is rugged 
and reliable while delivering 
superb sound quality. Ideal for 
on-air applications in radio 


broadcasting and sound sweet- 


verters for superior sound repro- 
duction as well as high-speed 
32-bit digital signal processing, 
which deliver sophisticated, 
multiple reverb effects. 

It also includes 100 factory 
presets as well as 256 memory 
locations for your own presets. 
In addition, the DPS-R7 features 
an ingenious “data wheel” and 
large graphic display for easy 


operation. 
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ening in video post, the CDP- 
2700 includes important features 
such as variable speed playback, 
fader stop/start control from a 
mixing console and an auto cue 
function for instant start. 

And because its digital output 
conforms to both the AES/EBU 
and IEC-958 formats, the CDP- 
2700 directly interfaces with other 
professional equipment for flexible 


system expandability. 


KEY SPECIFICATIONS 
DYNAMIC RANGE: MORE THAN 90 dB 
FREQUENCY RESPONSE: 10 Hz-18 kHz 
THD: <0.004% 


ANALOG I/O: BALANCED +4 dBs 
(+24 dBs MAX.), 
UNBALANCED -10 dBs 
(+ 10 dBs MAX). 


MAXIMUM 

SIMULTANEOUS 

EFFECTS (TEN): 4 PRE EFFECTS (2 PER 
CHANNEL), 2 REVERB (1 
PER CHANNEL), 4 POST 
EFFECTS (2 PER CHANNEL) 
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KEY SPECIFICATIONS 
DYNAMIC RANGE: MORE THAN 110 dB 
CROSSTALK: 100 dB 

THD: 0.04% 


VARI-SPEED RANGE: + 12.7% 
(0.1% STEPS) 


D/A CONVERSION: DUAL 18-BIT 
8X OVERSAMPLING 


Including 
The Price. 


Introducing The 
New Pro Standard 
Digital Audio Series 
From Sony 


If you've been looking to expand 
your capabilities with a new pro- 
fessional DAT recorder, CD player 
or signal processor, Sony quality 
is now within your reach. 

Featuring some of the most 
highly advanced, great sounding 
digital audio products in the 
world, the Pro Standard” Series 
covers a wide spectrum of the 
needs of today’s audio profes- 
sional. Making it easier than 
ever for studio recording, post- 
production and radio broad- 
casting to benefit from the 
advantages of digital. 

Because the Pro Standard 
Series is so advanced, it allows 
you to push the limits of creativ- 
ity like never before. And because 
it's designed and built for pro- 
fessional use, you can always 
count on it to stand up to your 
toughest demands. 

The Pro Standard Series. It's 
just what you'd expect from The 


Leader in Digital Audio" Sony. 
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HDLC. One Of The 
Great Technologies 
Behind Our Great. 
Sound. 

Representing a breakthrough in 
high-performance D/A conver- 
sion, Sony's new High Density 
Linear Converter” (HDLC) Sys- 
tem defines a new level of per- 
formance in sound quality. 

More specifically, HDLC, a 
single-bit technology, recreates 
an analog wave form from digital 
data by representing it as a rapid 
series of pulses, overcoming 
differential non-linear distortion 
and glitch-induced distortion as 
well aS zero-cross distortion in- 
herent in previous technologies. 

The HDLC system also em- 
ploys Sony’s proven 45-bit noise- 
shaping digital filter, circumvent- 
ing base band dynamic range 


deterioration and assuring a high 


degree of oversampling accuracy. 


All of which translates into the 
purest, most accurate sound re- 
production. All from Sony. 

To experience the power of 
HDLC, along with the other 
advanced technologies behind 
our new digital audio products, 
call 1-800-635-SONY, ext. 914, 
for the Pro Standard dealer 


nearest you. 
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